
Series Chart

SMD Type

Radial Type

Conductive Polymer Aluminum Solid Capacitors

-55℃ ~+105℃
56~1800uF

2.5~50V
20000Hrs

-55℃ ~+105℃
56~1800uF

2.5~50V
20000Hrs

-55℃ ~+105℃
10~2200uF

2.5~50V
5000Hrs

-55℃ ~+105℃
12~470uF
35~100V
2000Hrs

ET

EA

EC

EH

PL

PL

-55℃ ~+125℃
56~1800uF

6.3~35V
2000Hrs

EP

-55℃ ~+105℃
6.8~2200uF

2.5~63V
15000Hrs

PC

-55℃ ~+105℃
10~2200uF

2.5~63V
15000Hrs

PV

EL
-55℃ ~+105℃

82~2700uF
2.5~16V
2000Hrs

-55℃ ~+105℃
6.8~2700uF

2.5~25V
2000Hrs

-55℃ ~+125℃
10~2500uF

4~50V
1000Hrs

Low ESR

Long Life

Long Life

Long Life

Long Life

Long

Long Life

Long Life

High Temperature

High
Voltage

-55℃ ~+105℃
10~2200uF

4~50V
5000Hrs

-55℃ ~+105℃
12~220uF
35~100V
2000Hrs

VHVA

VCVL

-55℃ ~+105℃
22~2700uF

2.5~25V
2000Hrs

-55℃ ~+105℃
68~2700uF

2.5~16V
2000Hrs

VT
-55℃ ~+125℃

10~2200uF
4~50V

1000Hrs

VP
-55℃ ~+125℃

56~1800uF
6.3~35V
2000Hrs

PH
-55℃ ~+105℃

10~2200uF
4~50V

20000Hrs

Low ESR

Long Life

High Temperature

High
Voltage


