
Aluminum Electrolytic Capacitors 

Series Chart
General 85℃ Low Impedance105℃

SD

2000hrs

UK
Standard
3000hrs

NK
High Voltage
High Ripple

3000hrs

SKA
High Voltage
High Ripple

2000hrs

SKSL
Standard
2000hrs

NEW

MC
High Ripple

3000hrs

LF
Long Life
8000hrs

General 105℃

Low Impedance

Standard
2000hrs

SDA
High Voltage
High Ripple

SG
Low Impedance

High Ripple
5000hrs

SDN
Anhydrons

2000hrs

SGN
Anhydrons
5000hrs

MF

HF

SX

MG

SGN
Anhydrons

8000hrs

HGN
Anhydrons
10000hrs

High Ripple
5000hrs

High Ripple
Long Life
8000hrs

Low Impedance
High Ripple

5000hrs

High Ripple
6000hrs

HG HX
High Ripple
10000hrs

Long Life
10000hrs

SM

MD

ST

H5

M5

7mm
Height
1000hrs

7mm Low
Impedance

1000hrs

7mm
5000hrs
Long Life

5mm
Height

1000hrs

5mm Low
Impedance

1000hrs

SH
125℃

3000hrs

SEN
Anhydrons 105℃

Long Life
5000hrs

SE
105℃

5000hrs

UH
130℃

2000~3000hrs

SEA
High Voltage
High Ripple

HE

Long Life
10000hrs

HU

HH

Long Life
10000hrs

Down size 105℃

Long Life
10000hrs

105℃

Mini Size High Reliability



Aluminum Electrolytic Capacitors 

Series Chart
Low Leakage

SA

SB

Non-polarized

HR

SN

Ballast

HA
105℃

3000hrs

HB
105℃

5000hrs

Special

AK
105℃ DC

Over-voltage

HN HD

85℃
Standard
1000hrs

105℃
Standard
1000hrs

85℃
Standard
2000hrs

105℃
Standard
2000hrs

105℃ High
Frequency
1000hrs

105℃
Long Life
10000hrs

Special


